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This agenda and the entire agenda packet, including staff reports, referenced documents, resolutions and 
ordinances are posted on the City of Talent website (www.cityoftalent.org) in advance of each meeting. In 
compliance with the Americans with Disabilities Act, if you need special assistance to participate in this 
meeting, please contact TTY phone number 1-800-735-2900 for English and for Spanish please contact 
TTY phone number 1-800-735-3896. 
 

1. Call to Order / Roll Call 

2. Brief Announcements by Staff 

3. Approval of Minutes 

4. Public Comment on Non-Agenda Items 

5. Public Hearings 

6. Discussion Items  

6.1 Fire Resistance Code Updates 

6.2 Old Town Review Committee 

7. Subcommittee Reports  

8 Propositions and Remarks from the Commission 

10. Adjournment 

 

PLANNING COMMISION 

MEETING AGENDA 

- HELD VIA ZOOM - 

April 27, 2021 – 6:30 PM 
 

This meeting will be held electronically via Zoom. There are two ways join the 
meeting: 

 
1. You can join the meeting with your computer or smart phone using the following 

link & passcode: 
Zoom:https://us02web.zoom.us/j/82491496812?pwd=Q0ludm9DYSthdEVxMnpUa
GRkV0dRUT09 
Passcode: 838281 
 

2. You can join the meeting by phone by dialing 1-669-900-6833 and using the 
following information: 
Webinar ID: 824 9149 6812 
824 9149 6812 
Passcode: 139664 

 

https://us02web.zoom.us/j/82491496812?pwd=Q0ludm9DYSthdEVxMnpUaGRkV0dRUT09
https://us02web.zoom.us/j/82491496812?pwd=Q0ludm9DYSthdEVxMnpUaGRkV0dRUT09


 

 Planning Commission Agenda Report 
  

 
 
ISSUE BEFORE THE COMMISSION  
Discussion of Fire-Resistant Building Regulations 
 
BACKGROUND 
The Planning Commission briefly reviewed two documents related to reducing fire damage.  One was a 
Medford Mail Tribune article dated March 19,2021, reporting on Ashland’s consideration of 
incorporating amendments to the Oregon Structural Specialty Code that took effect in January 2019. The 
documents are attached. Unlike Talent, Ashland has its own building department that administers the 
Structural Specialty Code. As such, it can incorporate the Code into its building permit reviews.  Talent 
relies on Jackson County Building Services to review building permits and does not have its own 
building code. 
 
It is appearing more likely that a new round of Municipal Code updates will be possible in the near 
future, with financial assistance from the State of Oregon. Several of the provisions in the Structural 
Safety Code could be included in Title 18 to require designs that resist the intrusion of flame and burning 
embers into structural elements such as eaves, soffits, and decks. One alternative in lieu of detailed 
requirements in the Municipal Code is simply to reference the fire safety standards of the most recent 
edition of the Oregon Residential Specialty Code. This method ensures the City’s commitment to 
compliance with the Specialty Code without having the amend the Municipal Code every time the 
Specialty Code changes. 
 

RELATED COMMISSION POLICIES 
None 
  
POTENTIAL MOTIONS 
None 
 
ATTACHMENT 
Mail Tribune Article about City of Ashland Fire Safety Discussion 
2017 Oregon Structural Specialty Code 

Meeting Date: April 27,2021 Primary Staff Contact: Dick Converse 
Department: Community Development E-Mail: dconverse@cityoftalent.org 
Staff Recommendation: See Below Estimated Time: 20 minutes 
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�le photo The city of Ashland may elect to adopt Oregon Residential Specialty Code 327.4, which bumped construction standards for wild�re
hazard mitigation.

Ashland council considers wildfire hazard mitigation code

by Allayana Darrow of the Ashland Tidings
Friday, March 19th 2021 AA
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The city of Ashland is considering adopting a wild�re hazard mitigation code as part of an
umbrella approach to wild�re preparation and resilience, according to Community
Development Director Bill Molnar.

The city may elect to adopt Oregon Residential Specialty Code 327.4, which bumped
construction standards for wild�re hazard mitigation statewide and allows local jurisdictions to
adopt the code if they choose, Molnar reported during an Ashland City Council study session
Monday.

“It would apply to new residential construction — they would be reviewed as part of a building
permit,” Molnar said. “It generally addresses the key elements of the home in terms of your
roof, your windows, your decking, etc.”

Molnar said discussion around adopting new measures was fueled by wild�res that raged up
and down the West Coast in 2020.

Recent studies have shown a 2,500-square-foot wild�re-resistant home can be constructed at a
cost similar to a “traditional” home, including landscaping, Molnar said.

Building o�cial Steven Matiaco said so far Medford is the only municipality to adopt 327.4 at
the local level, and several other Oregon communities are lined up to follow.

Under the rules, builders could not use certain prohibited materials in new construction, such
as wood shake roo�ng. Standard roo�ng composite, metal, tile and approved noncombustible
materials of class B or better may be used.

Requirements for gutters and roo�ng ventilation are intended to prevent accumulation of
leaves and �re ignition in the roo�ng system, Matiaco said.

“This is probably not going to be a lot of change from the way a lot of our builders are already
building, but if they’re not, it’s not cost prohibitive, it’s a very simple measure to meet,” Matiaco
said.

Exterior wall coverings must be noncombustible, ignition resistant, heavy timber log or made of
materials rated and approved using a wild�re spread simulation system. Matiaco said he
expects to see mostly “ignition-resistant” materials in new construction — what has already
become the norm in industry circles.4 articles remaining Subscribe
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Exposed rafters and eaves and exterior patio and porch ceilings over 200 square feet must be
protected by ignition resistant materials or a noncombustible sublayer. The requirements
would apply to structures within 12 feet above grade.

Matiaco said decks and overhangs present the most prominent cost and design concerns for
contractors and homeowners under the proposed rules.

Interim Fire Chief Ralph Sartain said stakeholders in favor of 327.4 initially received some
pushback from the Oregon Home Builders Association — the resulting code was a compilation
of what the OHBA and �re service representatives could agree upon, he said.

Sartain said because costs locally are expected to rise most with large protruding decks, small
residences such as accessory dwelling units are not slated to face the same cost increases.

Flat lots featuring patios instead of decks aren’t subject to the provisions, Matiaco said. So long
as ignition-resistant materials such as box so�ts and �ber cement siding are used, changes to
�at lot building would be minimal, and most prominently a�ect people building on hillsides
with decks, he said.

Sartain said the goal is not to construct a “nonburnable” building, but to slow ignition and
progression of �re. Fire can slow or change direction when it meets a fuel that will not burn —
creating pockets to slow �ames when they approach and heat a structure decreases the
chance the �re will ignite surrounding unprotected homes, he said.

“As we keep putting our homes closer and closer together, as we keep trying to do things to
make it more advantageous to have additional property, we are making our homes closer to
the next building,” Sartain said. “By doing that, we are creating our own nexus by building our
own �re load in our community.”

Contact Ashland Tidings reporter Allayana Darrow at adarrow@rosebudmedia.com or 541-776-
4497 and follow her on Twitter @AllayanaD.
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Code amendment summary: 

Section R327 Wildfire hazard mitigation 

These amendments provide additional wildfire hazard mitigation provisions in Section 

R327 that are available for local adoption. 

Effective: Jan. 24, 2019 

   

 

Insert page instructions: 

These amendments have been formatted as insert pages for the 2017 ORSC. 

When inserted into the code, amendments will face the page containing the 

existing code language. Some pages have been left blank for this purpose. 

1. Print these pages double-sided in “book” format. 

2. Insert the pages facing the page number in the bottom corner. 

3. The amended language is depicted as follows: 

Strikethrough text represents deleted language. 

Underlined text represents added language. 

 

   

  

 

2017 ORSC Amendments 

January 2019 

Amendments to the 

2017 Oregon Residential Specialty Code 
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2017 OREGON RESIDENTIAL SPECIALTY CODE Insert Facing Page 86 

BUILDING PLANNING 

SECTION R327 
WILDFIRE HAZARD MITIGATION 

R327.1 Purpose. The purpose of this section is to provide 
minimum standards for dwellings and their accessory struc-
tures located in or adjacent to vegetated areas subject to wild-
fires, to reduce or eliminate hazards presented by such fires. 

R327.2 Scope. The provisions of this section shall apply 
to all dwellings required to be protected against wildfire by 
a jurisdiction which has adopted wildfire zoning regulations. 
The additional provisions of Section R327.4 shall apply 
when a local municipality has adopted a local ordinance 
specifically recognizing Section R327.4 and consistent with 
Sections R327.4 through R327.4.8. 

R327.3 Determination. Wildfire hazard zone. A wild fire 
hazard zone is an area legally determined by a jurisdiction to have 
special hazards caused by a combination of combustible natural 
fuels, topography and climatic conditions that result in a significant 
hazard of catastrophic fire over relatively long periods each year. 
Wildfire hazard zones shall be determined using criteria 
established by the Oregon Department of Forestry. 

R327.3.1 Wildfire hazard zone requirements. Dwell-
ings and their accessory structures shall be protected 
against wildfire by the following requirement in addition 
to other requirements of this code. The provisions of Sec-
tion R327.4 apply only to qualifying lots identified in Sec-
tion R327.4.1. 

Exception: Nonhabitable detached accessory struc-
tures, with an area of not greater than 400 square feet, 
located at least 50 feet from all other structures on the 
lot. 

R327.3.1.1 Roofing. Roofing shall be asphalt shingles 
in accordance with Section R905.2, slate shingles in 
accordance with Section R905.6, metal roofing in ac-
cordance with Section R905.4, tile, clay or concrete 
shingles in accordance with Section R905.3 and other 
approved roofing which is deemed to be equivalent to a 
minimum Class C rated roof covering. Untreated wood 
shingle and shake roofs are not permitted when the con-
struction site is in a wildfire hazard zone as determined 
by Section R327.3. 

R327.3.1.2 Reroofing or repair of roofing of existing 
buildings. When 50 percent or  more of the roof cov-
ering of any building is repaired or replaced within one 
year, the roof covering shall be made to comply with 
this section and attic ventilation shall be made to com-
ply with this code. Ventilation openings shall be pro-
tected with corrosion-resistant wire mesh, not greater 
than 1/2-inch (12.7 mm) or less than 1/8-inch (3.2 mm) in 
any dimension. 

R327.4 Scope of additional wildfire hazard mitigation 
requirements. The provisions of Section R327.4 shall apply 
to new dwellings and their accessory structures located in a 
wildfire hazard zone on a qualifying lot of record created on 
or after the effective date in the local adopting ordinance. 

R327.4.1 Qualifying lots of record. Qualifying lots of 
record shall meet all the following: 

1. Be located in a wildfire hazard zone as identified by 
the local municipality using criteria established by 
the Oregon Department of Forestry. The local mu-
nicipality is not required to include all areas identi-
fied by the Oregon Department of Forestry as wild-
fire hazard zones. The zone shall be detailed in the 
local adopting ordinance. 

2. The local municipality shall determine in the adopt-
ing ordinance whether qualifying lots of record 
shall consist of individual lots or whether qualifying 
lots must be part of a development that contains a 
minimum number of lots. 

3. The local municipality shall make a determination 
that the lot of record is either located within the 
identified wildfire hazard zone as determined by the 
jurisdiction or that it is located outside of the wild-
fire hazard zone as determined by the jurisdiction. 
Notification shall be provided in conjunction with 
the land use approval under ORS 197.522. 

4. Application: 

4.1 Lots created prior to the effective date of the 
local ordinance, that would otherwise qualify 
under the local adopting ordinance, are ex-
empt from the requirements of the ordinance 
for a period of three years from the creation 
date of the land use approval under ORS 
197.522. 

4.2 For a lot created after the effective date of the 
local ordinance that receives notification un-
der this section, the determination in the noti-
fication shall be valid for three years from the 
date of the land use approval under ORS 
197.522. At the expiration of the three years, a 
lot of record shall be re-evaluated under the 
current version of the adopting ordinance prior 
to the issuance of a building permit. 

Infill exception: Dwellings or accessory structures 
constructed on a lot in a subdivision, do not need to 
comply with Section R327.4 when at least 50 percent 
of the lots in the subdivision have existing dwellings 
that were not constructed in accordance with Section 
R327.4. 

Nothing in the code or adopting ordinance prevents a 
local municipality from waiving the requirements of Sec-
tion R327.4 for any lot, property or dwelling, or the re-
model, replacement or reconstruction of a dwelling with-
in the jurisdiction. 

The local municipality must include a process for re-
solving disputes related to the applicability of the local 
ordinance and this section. 

R327.4.2 Definitions. The following words and terms 
shall, for purposes of Section R327.4, have the meanings 
shown herein. Refer to Chapter 2 for general definitions. 

Effective: January 24, 2019 



 

 

 

R327.4.4 Ventilation. Where provided, the minimum 
net area of ventilation openings for enclosed attics, en-
closed soffit spaces, enclosed rafter spaces, and under-
floor spaces shall be in accordance with Sections R806 
and R408. 

All ventilation openings shall be covered with non-
combustible corrosion-resistant metal wire mesh, vents 
designed to resist the intrusion of burning embers and 
flame, or other approved materials or devices. 

Ventilation mesh and screening shall be a minimum of 
1/16-inch (1.6mm) and a maximum of 1/8-inch (3.2mm) in 
any dimension. 

R327.4.4.1 Eaves, soffits, and cornices. Ventilation 
openings shall not be installed on the underside of 
eaves, soffits, or cornices. 

Exceptions: 

1. The building official may approve special 
eave, soffit, or cornice vents that are manu-
factured to resist the intrusion of flame and 
burning embers. 

2. Ventilation openings complying with the 
requirements of Section R327.4.4 may be 
installed on the underside of eaves, soffits, or 
cornices where the opening is located 12 feet 
or greater above grade or the surface below. 

R327.4.5 Exterior walls. The exterior wall covering or 
wall assembly shall comply with one of the following 
requirements: 

1. Noncombustible material. 

2. Ignition-resistant material. 

3. Heavy timber assembly. 

4. Log wall construction assembly. 

5. Wall assemblies that have been tested in accord-
ance with the test procedures for a 10-minute 
direct flame contact exposure test set forth in 
ASTM E2707, complying with the conditions of 
acceptance listed in Section R327.4.5.2. 

Exception: Any of the following shall be deemed to 
meet the assembly performance criteria and intent of this 
section: 

1. One layer of 5/8-inch Type X exterior gypsum 
sheathing applied behind the exterior wall cover-
ing or cladding on the exterior side of the fram-
ing. 

2. The exterior portion of a 1-hour fire resistive exte-
rior wall assembly designed for exterior fire expo-
sure including assemblies using exterior gypsum 
panel and sheathing products listed in the Gyp-
sum Association Fire Resistance Design Manual. 

R327.4.5.1 Extent of exterior wall covering. Exterior 
wall coverings shall extend from the top of the founda-
tion to the roof, and terminate at 2 inch (50.8 mm) nomi-
nal solid wood blocking between rafters at all roof over-
hangs, or in the case of enclosed eaves or soffits, shall 
terminate at the underside of the enclosure. 

86.2 2017 OREGON RESIDENTIAL SPECIALTY CODE 

BUILDING PLANNING 

Heavy Timber. For the use in this section, heavy timber 
shall be sawn lumber or glue laminated wood with the 
smallest minimum nominal dimension of 4 inches (102 
mm). Heavy timber walls or floors shall be sawn or glue-
laminated planks splined, tongue- and-grove, or set close 
together and well spiked. 

Ignition-Resistant Material. A type of building material 
that resists ignition or sustained flaming combustion suffi-
ciently so as to reduce losses from wildland-urban inter-
face conflagrations under worst-case weather and fuel con-
ditions with wildfire exposure of burning embers and 
small flames. Such materials include any product designed 
for exterior exposure that, when tested in accordance with 
ASTM E84 or UL 723 for surface burning characteristics 
of building materials, extended to a 30-minute duration, 
exhibits a flame spread index of not more than 25, shows 
no evidence of significant progressive combustion, and 
whose flame front does not progress more than 10½ feet 
(3.2 m) beyond the centerline of the burner at any time 
during the test. 

Noncombustible Material. Any material that in the form 
in which it is used and under the conditions anticipated, 
will not ignite, burn, support combustion, or release flam-
mable vapors when subjected to fire or heat in accordance 
with ASTM E136. 

Wildfire. Any uncontrolled fire spreading through vegeta-
tive fuels that threatens to destroy life, property, or re-
sources. 

Wildfire Exposure. One or a combination of circumstanc-
es exposing a structure to ignition, including radiant heat, 
convective heat, direct flame contact and burning embers 
being projected by a vegetation fire to a structure and its 
immediate environment. 

R327.4.3 Roofing. Roofing shall be asphalt shingles in 
accordance with Section R905.2, slate shingles in accord-
ance with Section R905.6, metal roofing in accordance 
with Section R905.4, tile, clay or concrete shingles in ac-
cordance with Section R905.3 or other approved roofing 
which is deemed to be equivalent to a minimum Class B 
rated roof assembly. Wood shingle and shake roofs are not 
permitted in a wildfire hazard zone. 

Where the roof profile allows a space between the roof 
covering and roof decking, the spaces shall be constructed 
to prevent the intrusion of flames and embers, be fire-
blocked with approved materials, or have one layer of 
minimum 72 pound (32.4 kg) mineral-surfaced nonperfo-
rated cap sheet complying with ASTM D3909 installed 
over the combustible decking. 

Where valley flashing is installed, the flashing shall be 
not less than 0.019-inch (0.48 mm) No. 26 gage galva-
nized sheet corrosion-resistant metal installed over not less 
than one layer of minimum 72 pound (32.4 kg) mineral-
surfaced non-perforated cap sheet complying with ASTM 
D3909 at least 36-inch-wide (914 mm) running the full 
length of the valley. 

R327.4.3.1 Gutters. When required, roof gutters shall 
be constructed of noncombustible materials and be pro-
vided with a means to prevent accumulation of leaves 
and debris in the gutter. 
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R327.4.5.2 Conditions of acceptance. ASTM E2707 
tests shall be conducted in triplicate and the conditions 
of acceptance below shall be met. If any one of the 
three replicates does not meet the conditions of ac-
ceptance, three additional tests shall be conducted. All 
additional tests shall meet the following conditions of 
acceptance: 

1. Absence of flame penetration through the wall 
assembly at any time during the test. 

2. Absence of evidence of glowing combustion on 
the interior surface of the assembly at the end of 
the 70-minute test. 

R327.4.6 Overhanging projections. All exterior projec-
tions (exterior balconies, carports, decks, patio covers, 
porch ceilings, unenclosed roofs and floors, overhanging 
buildings and similar architectural appendages and pro-
jections) shall be protected as specified in this section. 

R327.4.6.1 Enclosed roof eaves, soffits, and cor-
nices. The exposed underside of rafter or truss eaves 
and enclosed soffits, where any portion of the framing 
is less than 12 feet above grade or similar surface be-
low, shall be protected by one of the following: 

1. Noncombustible material. 

2. Ignition-resistant material. 

3. One layer of 5/8-inch Type X exterior gypsum 
sheathing applied behind an exterior covering on 
the underside of the rafter tails, truss tails, or 
soffit. 

4. The exterior portion of a 1-hour fire resistive 
exterior wall assembly applied to the underside 
of the rafter tails or soffit including assemblies 
using exterior gypsum panel and sheathing prod-
ucts listed in the Gypsum Association Fire Re-
sistance Design Manual. 

5. Soffit assemblies with an underside surface that 
meets the performance criteria in Sec-
tion R327.4.6.5 when tested in accordance 
ASTM E2957. 

Exceptions: The following materials do not require 
protection required by this section: 

1. Eaves and soffits where all portions of the 
framing members are 12 feet or greater above 
grade, and 2-inch nominal eave fireblocking 
is provided between roof framing members 
from the wall top plate to the underside of the 
roof sheathing. 

2. Gable end overhangs and roof assembly pro-
jections beyond an exterior wall other than at 
the lower end of the rafter tails. 

3. Fascia and other architectural trim boards. 

R327.4.6.2 Exterior patio and porch ceilings. The 
exposed underside of exterior patio and porch ceilings 
greater than 200 square feet in area and less than 12 
feet above grade shall be protected by one of the fol-
lowing: 

1. Noncombustible material. 

2. Ignition-resistant material. 

3. One layer of 5/8-inch Type X exterior gypsum 
sheathing applied behind the exterior covering on 
the underside of the ceiling. 

4. The exterior portion of a 1-hour fire resistive ex-
terior wall assembly applied to the underside of 
the ceiling assembly including assemblies using 
exterior gypsum panel and sheathing products 
listed in the Gypsum Association Fire Resistance 
Design Manual. 

5. Porch ceiling assemblies with a horizontal under-
side that meet the performance criteria in Section 
R327.4.6.5 when tested in accordance with the 
test procedures set forth in ASTM E2957. 

Exception: Architectural tr im boards. 

R327.4.6.3 Floor projections. The exposed under -
side of cantilevered floor projections less than 12 feet 
above grade or the surface below shall be protected by 
one of the following: 

1. Noncombustible material. 

2. Ignition-resistant material. 

3. One layer of 5/8-inch Type X exterior gypsum 
sheathing applied behind an exterior covering on 
the underside of the floor projection. 

4. The exterior portion of a 1-hour fire resistive 
exterior wall assembly applied to the underside 
of the floor projection, including assemblies 
using exterior gypsum panel and sheathing prod-
ucts listed in the Gypsum Association Fire Re-
sistance Design Manual. 

5. An assembly that meets the performance criteria 
in Section R327.4.6.5 when tested in accordance 
with ASTM E2957. 

Exception: Architectural trim boards. 

R327.4.6.4 Underfloor protection. The underfloor 
area of elevated structures shall be enclosed to grade 
in accordance with the requirements of Section 
R327.4, or the underside of the exposed underfloor 
shall be protected by one of the following: 

1. Noncombustible material. 

2. Ignition-resistant material. 

3. One layer of 5/8-inch Type X exterior gypsum 
sheathing applied behind an exterior covering 
on the underside of the floor assembly. 

4. The exterior portion of a 1-hour fire resistive 
exterior wall assembly applied to the underside 
of the floor, including assemblies using exterior 
gypsum panel and sheathing products listed in 
the Gypsum Association Fire Resistance Design 
Manual. 

5. An assembly that meets the performance criteria 
in Section R327.4.6.5 when tested in accordance 
with ASTM E2957. 

Exception: Heavy timber structural columns and 
beams do not require protection. 



 

 

 

R327.4.7.1.1 Conditions of acceptance. ASTM 
E2632 tests shall be conducted in triplicate and the 
conditions of acceptance below shall be met. If any 
one of the three replicates does not meet the condi-
tions of acceptance, three additional tests shall be 
conducted. All additional tests shall meet the fol-
lowing conditions of acceptance: 

1. Peak heat release rate of less than or equal to 
25 kW/ft2 (269 kW/m2) 

2. Absence of sustained flaming or glowing 
combustion of any kind at the conclusion of 
the 40-minute observation period. 

3. Absence of falling particles that are still burn-
ing when reaching the burner or floor. 

R327.4.7.1.2 Conditions of acceptance. ASTM 
E2762 tests shall be conducted in triplicate and the 
conditions of acceptance below shall be met. If any 
one of the three replicates does not meet the condi-
tions of acceptance, three additional tests shall be 
conducted. All of the additional tests shall meet the 
following conditions of acceptance: 

1. Absence of sustained flaming or glowing 
combustion of any kind at the conclusion of 
the 40-minute observation period. 

2. Absence of falling particles that are still burn-
ing when reaching the burner or floor. 

R327.4.7.2 Requirements for R327.4.7, item 6. The 
material shall be tested in accordance with ASTM 
E2632 and shall comply with the following condition 
of acceptance. The test shall be conducted in triplicate 
and the peak heat release rate shall be less than or 
equal to 25 kW/ft2 (269 kW/m2). If any one of the 
three replicates does not meet the conditions of ac-
ceptance, three additional tests shall be conducted. All 
of the additional tests shall meet the conditions of 
acceptance. 

R327.4.8 Glazing. Exter ior  windows, windows within 
exterior doors, and skylights shall be tempered glass, 
multilayered glazed panels, glass block, or have a fire 
resistance rating of not less than 20 minutes. 
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R327.4.6.5 Conditions of acceptance. ASTM E2957 
tests shall be conducted in triplicate, and the conditions 
of acceptance below shall be met. If any one of the three 
replicates does not meet the conditions of acceptance, 
three additional tests shall be conducted. All additional 
tests shall meet the following conditions of acceptance: 

1. Absence of flame penetration of the eaves or hori-
zontal projection assembly at any time during the 
test. 

2. Absence of structural failure of the eaves or hori-
zontal projection subassembly at any time during 
the test. 

3. Absence of sustained combustion of any kind at 
the conclusion of the 40 minute test. 

R327.4.7 Walking surfaces. Deck, porch and balcony 
walking surfaces located greater than 30 inches and less 
than 12 feet above grade or the surface below shall be con-
structed with one of the materials listed below. 

Exception: Walking sur faces of decks, porches and 
balconies not greater than 200 square feet in area, where 
the surface is constructed of nominal 2-inch lumber. 

1. Materials that comply with the performance require-
ments of Section R327.4.7.1 when tested in accord-
ance with both ASTM E2632 and ASTM E2726. 

2. Ignition resistant materials that comply with the 
performance requirements of Section R327.4.2 
when tested in accordance with ASTM E84 or UL 
723. 

3. Exterior fire retardant treated wood. 

4. Noncombustible material. 

5. Any material that complies with the performance 
requirements of Section R327.4.7.2 where tested in 
accordance with ASTM E2632, where the exterior 
wall covering of the structure is noncombustible or 
ignition-resistant material. 

6. Any material that complies with the performance 
requirements of ASTM E2632, where the exterior 
wall covering of the structure is noncombustible or 
ignition-resistant material. 

Exception: Wall covering material may be of any 
material that otherwise complies with this chapter 
when the decking surface material complies with 
the performance requirements ASTM E84 with a 
Class B flame spread rating. 

R327.4.7.1 Requirements for R327.4.7, item 1. The 
material shall be tested in accordance with ASTM 
E2632 and ASTM E2726, and shall comply with the 
conditions of acceptance below. The material shall also 
comply with the performance requirements of Section 
R327.4.2 for ignition resistant material when tested in 
accordance with ASTM E84 or UL 723. 
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ISSUE BEFORE THE COMMISSION  
Discussion of Old Town Review Committee 
 
BACKGROUND 
In its role as the Architectural Review Committee, the Planning Commission has expressed concern 
about structures having been removed before applications for replacement have been submitted. Talent 
Municipal Code 18.140.030(L) requires Architectural Review Commission approval when commercial 
structures are demolished in the Old Town Design District, but there is no similar provision for 
residential structures in the district. Alteration, relocation, or demolition of a Talent landmark or resource 
of statewide significance, regulated by TMC 18.175.050, does require commission review. The 
Community Development Department maintains an inventory of these resources. If the residential 
structure is not on the inventory, however, there are no provisions that prohibit its demolition. 
 
The Talent City Council is currently reviewing its priorities and goals for the coming year. The 
conversation includes an evaluation of the city’s needs for engaging residents in the most effective way 
possible, with discussion about staff support needed to assist both existing committees and any potential 
new committees. Staff searched without success for any history of a committee having specific focus on 
the Old Town Design District. It appears to always have been the responsibility of the Architectural 
Review Committee. 
 
If the primary concern at this point is demolition of residential structures in the District, this could be 
resolved through a code amendment that requires Architectural Review Committee review prior to 
demolition. There may be other aspects of the District that could benefit from a broader review, but staff 
time commitments could constrain that review. 

RELATED COMMISSION POLICIES 
None 
  
POTENTIAL MOTIONS 
None 
 
ATTACHMENT 
None 

Meeting Date: April 27,2021 Primary Staff Contact: Dick Converse 
Department: Community Development E-Mail: dconverse@cityoftalent.org 
Staff Recommendation: See Below Estimated Time: 20 minutes 
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